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Anti-Vortex Plate and Hood Inlet for 15”, 18”, 21”, 24”, 30” & 36” Dia. Pipe 
 
The pipe gage is determined by criteria contained in Table 3, FOTG, Pond 378. 
 
Coating requirements criteria is contained in FOTG Pond (378) Standard.   
 
Corrosion control design procedures contained in EFH NB 6-34a-h. 
 
All pipe lengths and coupling bands shall be watertight.  Installations of this type 
may cause negative pressures within the pipe so water tightness is critical. 
 
If the PI of the soil in the embankment is less than 15, the inlet area will be armor 
coated or have a concrete apron. 
 
This structural component does not allow drawdown of the permanent pool. 
 
When a Nebraska Department of Natural Resources (DNR) Permit is required to 
construct the project, consult with an engineer. 



Instructions  for
Nebraska Base Drawing NE100-30-004

Anti-Vortex Plate and Hood Inlet for
15”, 18”, 21”, 24”, 30” & 36” Diameter Pipe

Fill in the following data fields to automatically fill in the necessary data
fields on the drawing.

Title block

Title line(s)

Subtitle line

County, State

Sheet number        of

Who / When

Designed

Drawn

Checked

Enter directly on drawing

Left click on yellow boxes on drawing to mark with X as required.
Left click blue data fields to enter required information.
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